IDENTITY (As Used on Label and List) 
Nickel-Metal Hydride Battery 


Note: Blank spaces are permitted. If any Item Is not 
applicable, or no Information is available, the 
space must be marked to indicate that. ^ 


Section 1 Battery AAC! 


Manufacturer's Name 

Yuasa Corporation 

Address(Number, Street, City, State, and ZIP Code) 

NT Bldg., 47-1, Oh-i 1-Chome, 
Shinagawa-ku, Tokyo 140, Japan 


Emergency Telephone Number 

" 03-5742-7848 

Telephone Number for information 

^ 03-5742-7848 ^ 

Data Prepared 

" Feb. 20,2006 

Signature of Prepare(optional) 


Section 2 - Hazardous ingredients/identity information 


Hazardous Components (Specific Chemical Identity; Common name(s)) 


Components firmly sealed within Nl-plated steel case 


Manganeese 


Potassium hydroxide ^ 

Hydrogen absorbing alloy(none established) 


28.1wt% 


3.6wt% 


1 ,4wt% 


3.9wt% 

10.8wt% 


Section 3 - Physical/Chemical Characteristics 


Boiling Point 

Not applicable 


Specific Gravity(H20) 


Not applicable 

Vapor Pressure(mm Hg.) 

Not applicable 


Melting Point 


Not applicable 

Vapor Density(AIR=1) 

Not applicable 


Evaporation Rate(Butyl Acettate=1) 

Not applicable 

Solubility in Water 

Not applicable 






Appearance and Odor | 

Cylindlical steel can/ No odor 


Section 5 - Fire and Explosion Hazard Data 


Flash Point (Method Used) I I fsjQt 3pp|jcabl6 


Extinguishing Media | Water,C02,Sand 

special Fire Fighting Procedures Not applicable 











































1 Section 5- Reactivity Data 








Stability 

Unstable 


Condition to Avoid 







Stable 

o 








|lncompatibility(Materials to Avoid) 









Not applicable 






Hazardous Polymerization 


May Occur 



1 Condition to Avoid 






Will not Occur 


O 















1 Section 6- Health Hazard Data 








Route(s) of Entry; 


Inhalation? 


Skin? 


Ingestion? 












1 Health Hazards (Acute and Chronic) 








1 In case leaked electrolyte adheres to skin, It may damage skin. 













Carcinogenicity 

None 

















1 Signs and Symptoms of Exposure 








1 Skin Irritation may occur If electrolyte adheres to skin. 





1 







Medical Condition Generally Aggravated by Exposure 







Skin burn 




















1 Emergency and First Aid Procedures 








1 Eyes or skin shall be washed by water to remove electrolyte. 





II 






Section 7- Precautions for Safe Handling and Use 






Steps to be taken in Case Materials Released or Spilled 






1 Wash out released or spilled electolyte with water or neutralize electrollte 



with Boric acid. 


















Waste Disposal Method 









1 Do not Incinerate. It should be taken to a landfill waste area. 












Precaution to be Taken in Handling and Storing. 







1 Dispose In fire, heating, unusual high current charge, short-circuit or 




1 disassemble shall be avoided. 
















Other Precautions 










— 



















Section 8- Control Measures 








Respiratory Protection (Specify Type) 


Not applicable 





Ventilation 

jLocal Exhaust 


Not applicable 


Special 

Not applicable 



1 Mechanical(General) 

Not applicable 


Other 

Not applicable 


1 Protective Gloves 

Not necessary 


Eye Protection 


Not necessary 


1 Other Protective Clothing or Equipment 


Not necessary 





1 Work/Hygienic Practices 



— 
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